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DRAWING NO.75500

ITEM NO.   75500

PART NO.   75500

NOTES:
 
1.  MATERIALS AND FINISHES:
 

     BODIES, SHELL, WASHER, - BRASS, NICKEL PLATING
     NUT, BUSHING, & PIN
     CONTACT -                BRASS, SILVER PLATING
     INSULATOR -              PTFE, NATURAL
     GASKETS -                SILICONE RUBBER, RED
     SPRING-                  BeCu, NICKEL PLATING
     TERMINAL -               COMPRESSION TYPE GLASS, SILVER PLATING
 
2.  ELECTRICAL: 
 

     A. IMPEDANCE:  50 OHM, NOMINAL
 
3.  MECHANICAL:
 

     A. DURABILITY:         500 CYCLES MIN.
     B. TEMPERATURE RANGE:  -65 �$ C TO +165�$ C
 
4.  PACKAGING:
 

     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 75500, AND DATE CODE"

INTERFACE PER
MIL STD-348

SERIES:BNC PLUG
50 OHM
TYP.(2)

13/16" HEX

5/8-24NEF-2A THREAD

GASKET

SCALE  1.250

RECOMMENDED MOUNTING
HOLE DIMENSIONS
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