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Timer unit, AT-12M
- Electronic type 
- ON/OFF time delay
- Front mount

Separate  mounting unit, AZ-12H
- To mount a relay separately from a contactor
- Mountable on DIN rail or by screw fixing

Surge absorber unit, AS-12M
- Coil surge suppressor

Timer unit
Surge 
absorber unit

AS-12M
AT-12M

Electronic Timer
Type Control voltage Delay Time Applied contactors

AT-12M / -on AC/DC 24~48V ON 0.1~30s
CGMS-6A~16A

CGMS-6D~16D

AT-12M / -off AC/DC 24~48V OFF 0.1~30s
CGMS-6A~16A

CGMS-6D~16D

AT-12M / on AC 100~220V ON 0.1~30s
CGMS-6A~16A

CGMS-6D~16D

AT-12M / off AC 100~220V OFF 0.1~30s
CGMS-6A~16A

CGMS-6D~16D

Surge absorber unit
Type Internal element Operational voltage Applied contactors

V84~42CA1 / M21-SA

A61~A6-SMGCV721~06CA2 / M21-SA

V042~002CA3 / M21-SA

AS-12M / 4 Varistor DC12~24V

V27~03CD5 / M21-SA
CGMS-6D~16D

V721~001CD6 / M21-SA

V052~002CD7 / M21-SA
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Mini contactors
Dimensions
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