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HEX

SECTION

B-B

- PROVIDES DUAL BUNDLING/PARALLEL SPACING -

SECTION C-C

FEATURES:
SEE SECTION A-A

"H" PROFILE ON SADDLE PROVIDES FOR TIGHT CIRCUMFERENTIAL LOOP ON LARGE AND SMALL BUNDLES

- HEX FEATURE CAPTURES BOLT OR NUT REQUIRING TOOL ACCESS FROM BACK SIDE ONLY
- MOUNTING HOLE DIAMETER AND HEX RETAINER WORKS WITH 6mm & /4"
- RUGGED HEAVY DUTY DESIGN & MATERIAL

- 250 Ib ASSEMBLY STRENGTH IN ANY DIRECTION

- WITHSTANDS 115 in-1lb OF TORQUE APPLIED TO FASTENER

NUTS AND BOLTS

I - FASTEN MOUNT WITH BOLT, SCREW, RIVET, SPIKE, ETC...
ép — - ACCEPTS MOST STANDARD CABLE TIES UP TO I/2" WIDE
| 7 - ALSO CHAINING OF MULTIPLE BUNDLES ON A SINGLE MOUNT IS AVAILABLE IF
T250 WITH BUCKLE/MOUNT FEATURE IS USED
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